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GENERAL GRADING NOTES:

1. ALL SHALLOW RETENTION AREAS (SRA) SHALL
BE GRADED GRADUALLY TO THE LOW POINT
SPECIFIED ON THE PLAN.  THESE AREAS WILL
CATCH ON SITE WATER FOR PLANT MATERIAL,
AS WELL AS CREATE THE FIRST BARRIER FOR
INFILTRATION BEFORE ENTERING THE STORM
WATER SYSTEM.

2. CONTRACTOR SHALL REPORT ANY
DISCREPANCIES IMMEDIATELY TO THE
LANDSCAPE ARCHITECT.

3. CONTRACTOR SHALL  ENSURE POSITIVE
DRAINAGE AWAY FROM ALL STRUCTURES.

4. ALL SHRUBS AND GROUNDCOVER AREAS

SHALL BE 2" BELOW FINISHED LEVEL OF ALL
ADJACENT HARDSCAPE (TYPICAL).

5. ALL TURF AREAS SHALL BE FLUSH WITH
ADJACENT HARDSCAPE AREAS TO ENSURE NO
TRIPPING HAZARDS.

6. CONTRACTOR SHALL TEST PERCOLATION IN
ALL SRA's AND NOTIFY LANDSCAPE
ARCHITECT AND CIVIL ENGINEER OF ANY
ISSUES. CONTRACTOR SHALL BE
RESPONSIBLE FOR PERCOLATION IN ALL
AREAS.

7. CONTRACTOR SHALL MAINTAIN EROSION
CONTROL THROUGHOUT THE CONSTRUCTION
PROCESS. LANDSCAPE ARCHITECT TO
APPROVE SITE CONDITIONS PRIOR TO

REMOVAL OF THESE METHODS.
8. SURVEY PROVIDED CORRESPONDS TO

PINNELL SURVEY, INC. DATED 06/29/2020. ALL
EXISTING SPOT ELEVATIONS ARE
REPRESENTED IN NAVD.

9. THIS DRAWING REPRESENTS AESTHETIC
GRADING AND LANDSCAPE DRAINAGE ONLY.
SEE ENGINEERING DRAWINGS FOR OVERALL
SITE DRAINAGE AND GRADING. ALL BELOW
GRADE CONNECTIONS AND/OR SYSTEM BY
OTHERS.

10. ALL FINISH GRADING TO BE APPROVED BY
LANDSCAPE ARCHITECT IN THE FIELD PRIOR
TO PLANTING.

11. CONTRACTOR SHALL MEET ALL EXISTING

GRADES SMOOTHLY AND EVENLY.
12. ALL RAINWATER SHALL BE MAINTAINED

WITHIN PRIVATE PROPERTY. CONTRACTOR
SHALL REPORT ANY DISCREPANCIES
IMMEDIATELY TO THE LANDSCAPE ARCHITECT.

  13.  CONTRACTOR SHALL BE RESPONSIBLE FOR
VERIFYING ALL SPOT ELEVATIONS IN FIELD.
ALL QUANTITIES FOR THE MATERIALS NOTED
ON GRADING PLANS SHALL BE VERIFIED BY
THE CONTRACTOR BY DETAILED

        TAKEOFFS TO ENSURE THAT THE QUANTITIES
GIVEN ARE  SUFFICIENT TO FULFILL THE
INTENT OF THE LANDSCAPE ARCHITECT.
CONTRACTOR SHALL FIELD VERIFY ALL
AS-BUILT DIMENSIONS ON-SITE PRIOR TO BID.

14. CONTRACTOR SHALL FIELD VERIFY ALL
EXISTING UTILITIES ON-SITE BEFORE
CONSTRUCTION BEGINS.

15. NO GRADING SHALL OCCUR BENEATH THE
DRIP LINE OF ANY EXISTING TREE TO REMAIN.

16. ALL GRADING SHOWN IN NGVD DATUM.
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GENERAL NOTES:

1. CONTRACTOR IS RESPONSIBLE
FOR CALCULATING / VERIFYING ALL
QUANTITIES.

2. GENERAL CONTRACTOR SHALL
SUBMIT, OBTAIN AND KEEP
RECORDS OF ALL PERMITTING
REQUIRED BY LOCAL CODES.

3. REFER TO SHEET LP.300 FOR
PLANTING SCHEDULE.

4. THE CRITICAL ROOT ZONE (CRZ) IS
EQUAL TO A CIRCLE WITH 8" OF
RADIUS PER 1" OF DBH OF THE
TREE TRUNK.
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GENERAL NOTES:

1. CONTRACTOR IS RESPONSIBLE FOR
CALCULATING / VERIFYING ALL
QUANTITIES.

2. GENERAL CONTRACTOR SHALL SUBMIT,
OBTAIN AND KEEP RECORDS OF ALL
PERMITTING REQUIRED BY LOCAL
CODES.

3. REFER TO SHEET LP.300 FOR PLANTING
SCHEDULE.

4. THE CRITICAL ROOT ZONE (CRZ) IS
EQUAL TO A CIRCLE WITH 8" OF RADIUS
PER 1" OF DBH OF THE TREE TRUNK.
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1. LANDSCAPE CONTRACTOR SHALL BECOME FAMILIAR WITH THE SCOPE OF WORK AS WELL AS THE
SITE, DIGGING CONDITIONS, AND ANY OBSTACLES PRIOR TO SUBMITTING A BID.

2. LANDSCAPE CONTRACTOR SHALL PROVIDE AN INSTALLATION SCHEDULE TO THE GENERAL
CONTRACTOR AND LANDSCAPE ARCHITECT FOR REVIEW AND APPROVAL.

3. LANDSCAPE CONTRACTOR SHOULD VERIFY ALL ESTIMATED QUANTITIES OF MATERIAL SHOWN ON
THE LANDSCAPE ARCHITECT'S DRAWINGS PRIOR TO SUBMITTING A BID.

4. PLANT LIST SHALL TAKE PRECEDENCE OVER PLANTING PLAN IN CASE OF DISCREPANCIES.

5. ALL PLANT MATERIAL SYMBOLS SHOWN ON LANDSCAPE PLANS SHALL BE CONSIDERED
DIAGRAMMATIC AND SHOULD BE ADJUSTED IN THE FIELD BY LANDSCAPE CONTRACTOR TO AVOID
ALL UTILITIES AND ALL OTHER OBSTRUCTIONS, AFTER CONSULTING THE LANDSCAPE ARCHITECT.

6. ALL SIZES SPECIFIED FOR PLANT MATERIAL ON THE PLAN AND PLANT LIST SHALL BE CONSIDERED
MINIMUM.

7. ALL PLANT MATERIAL MUST MEET OR EXCEED THE SPECIFIED MINIMUM REQUIREMENTS FOR BOTH
HEIGHT AND SPREAD.

8. ANY SPECIFIC REQUIREMENTS SUCH AS SPECIFIC SHAPE, CHARACTER, NUMBER OF TREE TRUNKS,
PLANT SOURCE, TRANSPORTING, AND OR SPECIAL BRACING NOTED ON THE PLAN OR PLANT LIST,
WILL REQUIRE APPROVAL AND OR COORDINATION WITH THE LANDSCAPE ARCHITECT.

9. NO CHANGE OR SUBSTITUTION SHALL BE MADE WITHOUT PRIOR APPROVAL OF THE
LANDSCAPE ARCHITECT. ANY REVISION OR MODIFICATIONS TO THE LANDSCAPE 
PLAN MUST  HAVE PRIOR APPROVAL BY THE THE LANDSCAPE ARCHITECT & OWNER

10. ALL MATERIAL SHALL BE SUBJECT TO AVAILABILITY AT TIME OF INSTALLATION. SUBSTITUTIONS MAY
BE MADE AFTER CONSULTATION WITH THE LANDSCAPE ARCHITECT.

11. ALL TREES, PALMS, SHRUBS AND GROUND COVERS SHALL BE GUARANTEED FOR A PERIOD OF 12
MONTHS FROM DATE OF FINAL ACCEPTANCE.

12. CHANGES MAY OCCUR DURING THE NORMAL COURSE OF IMPLEMENTATION.  VERBAL CHANGE
ORDERS WILL NOT BE HONORED.  ANY CHANGES MUST BE SUBMITTED TO THE LANDSCAPE
ARCHITECT IN WRITING AS A CHANGE ORDER TO BE REVIEWED AND APPROVED IN WRITING BY
OWNER/CLIENT.

13. LANDSCAPE CONTRACTOR SHALL LOCATE AND VERIFY ALL UNDERGROUND UTILITIES OR
STRUCTURES PRIOR TO DIGGING. LANDSCAPE CONTRACTOR SHALL REPAIR ALL DAMAGES TO
UNDERGROUND UTILITIES, AND OR CONSTRUCTION CAUSED BY LANDSCAPE INSTALLATION, AT NO
COST TO THE OWNER.

14. LANDSCAPE CONTRACTOR SHALL COORDINATE WITH THE GENERAL CONTRACTOR, THE REMOVAL
OF ALL BUILDING CONSTRUCTION DEBRIS AND FOREIGN MATERIAL PRIOR TO INSTALLATION OF ANY
PLANT MATERIAL.

15. SITE PREPARATION SHOULD INCLUDE THE ERADICATION AND REMOVAL OF ANY WEEDS OR GRASS,
REMOVAL AND CLEAN UP OF ANY DEAD MATERIAL AND ROUGH AND FINISH GRADING PER SPECS
AND OR LANDSCAPE PLANS.

16. FOR PLANT MATERIAL DESIGNATED TO BE REMOVED, THE ENTIRE ROOT SYSTEM SHALL BE DUG AND
REMOVED FROM THE SITE.

17. ALL PLANTING AREAS SHALL BE EXCAVATED TO A MINIMUM OF 3' FOR GROUNDCOVER'S AND MORE
THAN 3' FOR SHRUBS, TREES, AND PALMS, AND SHOULD RECEIVE A SPECIFIED PLANTING SOIL
MIXTURE. PLANTING SOIL SHALL BE 70% COARSE SAND, 20% FLORIDA PEAT, AND 10% PINE BARK AS
MANUFACTURED BY ATLAS PEAT & SOIL OR APPROVED EQUAL. CONTRACTOR TO SUBMIT PLANTING
SOIL SAMPLE FOR LANDSCAPE ARCHITECT'S APPROVAL.

18. ALL PLANT MATERIAL SHALL BE FLORIDA NO. 1 OR BETTERAS SET FORTH IN THE FLORIDA
DEPARTMENT OF AGRICULTURE 'GRADES AND STANDARDS FOR NURSERY PLANTS" SECOND EDITION
FEB. 1998 INCLUDING REVISIONS AND WHICH MEET OR EXCEED THE SIZES INDICATED IN THE
PLANTING SCHEDULE AND DETAILS.

19. ALL TREES SHALL BE STAKED IN A GOOD WORKMANLIKE MANNER. NO NAIL STAKING PERMITTED.
(REFER TO BRACING NOTES AND PLANTING DETAILS)

20. AFTER REMOVAL OR RELOCATION OF EXISTING TREES AND PALMS, ALL REMAINING HOLES SHALL BE
BACK FILLED AROUND AND UNDER ROOT BALL WITH WASHED BEACH SAND. SOD DISTURBED AREA,
IF REQUIRED. ALL SHRUB BEDS TO BE INSTALLED WITH WASHED BEACH SAND. (SEE SPEC)

21. ALL TREES, PALMS, SHRUBS AND GROUND COVER PLANTS SHALL BE FERTILIZED AT INSTALLATION,
WITH LONG LASTING FERTILIZER, ACCORDING TO MANUFACTURERS' RECOMMENDATIONS AND
BASED ON SOIL TESTS OF EXISTING ON-SITE SOILS.

22. ALL EXISTING PLANT MATERIAL TO REMAIN, SHALL BE PROTECTED DURING ALL CONSTRUCTION
PHASES. ANY PLANT MATERIAL SCARRED OR DESTROYED DESIGNATED TO REMAIN MUST BE
REPLACED AT THE CONTRACTOR'S EXPENSE WITH SIMILAR SPECIES SIZE AND QUALITY.

23. ALL TREES ON SOD AREA SHALL RECEIVE A HARDWOOD / PINE NEEDLE MULCH MIX RING 2' IN
DIAMETER TYPICAL.  MULCH TO BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO PURCHASE
AND/OR INSTALLATION.

24. ALL PLANTING AREAS SHALL BE MULCHED WITH SHREDDED ORGANIC MULCH TO A MINIMUM OF 3”;
WITH THE EXCEPTION OF BEACH PLANTING. DO NOT USE CYPRESS OR RED MULCH.

25. ALL TREES SHALL HAVE 2" CALIPER AT D.B.H. MINIMUM FOR A 10' HEIGHT TREE, UNLESS NOTED
OTHERWISE.

26. ALL 1 GALLON MATERIAL SHALL HAVE 12" SPREAD MINIMUM, ALL 3 GALLON MATERIAL TO HAVE 20-24"
SPREAD MINIMUM.

27. ALL PLANTING AREAS WITHIN THE LIMITS OF WORK SHALL RECEIVE 100% COVERAGE BY AUTOMATIC
IRRIGATION SYSTEM (DRIP PREFERRED) UNLESS OTHERWISE DIRECTED BY OWNER.  SEE

IRRIGATION PLANS FOR ADDITIONAL SPECIFICATIONS.

28. LANDSCAPE CONTRACTOR TO COORDINATE INSTALLATION OF IRRIGATION SYSTEM WITH IRRIGATION
CONTRACTOR.  IRRIGATION TIME CLOCK TO BE HARD WIRED ON COMPLETION - RESPONSIBILITY OF
IRRIGATION CONTRACTOR.  LANDSCAPE CONTRACTOR SHALL HAND WATER OR ARRANGE FOR
WATERING DURING PLANTING UNTIL IRRIGATION SYSTEM IS 100% OPERABLE.  THIS IS THE
RESPONSIBILITY OF THE LANDSCAPE CONTRACTOR.

29. LANDSCAPE CONTRACTOR SHALL COORDINATE HIS WORK WITH ALL OTHER APPROPRIATE
CONTRACTORS.

30. THE LANDSCAPE CONTRACTOR SHALL AT ALL TIMES KEEP THE JOB SITE CLEAN AND FREE FROM
ACCUMULATION OF WASTE MATERIAL, DEBRIS, AND RUBBISH.

31. LANDSCAPE PLAN SHALL BE INSTALLED IN COMPLIANCE WITH ALL LOCAL CODES.

32. ON-SITE LAYOUT OF PLANT MATERIAL SHALL BE COORDINATED WITH LANDSCAPE ARCHITECT AT
THE TIME OF INSTALLATION.

33. ALL PLANTS, MATERIALS, WORKMANSHIP, AND INVOICE APPROVAL ARE SUBJECT TO THE APPROVAL
OF THE LANDSCAPE ARCHITECT.

34. CONTRACTOR TO FLAG ALL PROPOSED TREE AND PALM LOCATIONS FOR OWNER AND LANDSCAPE
ARCHITECT'S APPROVAL PRIOR TO EXCAVATION OR INSTALLATION. PLAN LOCATIONS ARE SUBJECT
TO FIELD ADJUSTMENTS BY THE LANDSCAPE ARCHITECT.

35. LANDSCAPE ARCHITECT TO APPROVE ALL SHRUB AND GROUNDCOVER PLANTING LOCATION AND
LAYOUT PRIOR TO INSTALLATION.

36. CONTRACTOR SHALL PROVIDE DIGITAL PHOTOGRAPHIC DOCUMENTATION DURING INSTALLATION
FOR LANDSCAPE ARCHITECT'S REVIEW, DAILEY.

37.  LANDSCAPE CONTRACTOR TO INSURE ALL PLANT MATERIAL IS INSTALLED AT THE CORRECT
ELEVATION, REFER TO GRADING PLAN.

38. THE LANDSCAPE CONTRACTOR SHALL MAINTAIN OR COORDINATE WITH THE IRRIGATION
CONTRACTOR AND LANDSCAPING MAINTENANCE SERVICES ALL PLANTING INCLUDING WATERING,
MOWING, MULCHING, WEED, AND PEST CONTROL UNTIL FINAL ACCEPTANCE BY THE LANDSCAPE
ARCHITECT AND OWNER.

39. THE AWARDED LANDSCAPE CONTRACTOR SHALL SUBMIT A PROPOSED BID / CONTRACT WITH
PRICING FOR ALL PLANT MATERIAL INCLUDING (WARRANTY, LABOR, TRANSPORTATION,
RELOCATION, SITE MAINTENANCE AND PREPARATION) AS PER THE LANDSCAPE ARCHITECT'S
SPECIFICATIONS AND OR PLANTING PLANS.

40. THE LANDSCAPE CONTRACTOR'S CONTRACT SHALL ACKNOWLEDGE ALL TERMS AND CONDITIONS
SET FORTH UNDER THESE GENERAL LANDSCAPE NOTES AND SPECIFICATIONS.

41. THESE DRAWINGS, DOCUMENTS, AND ALL CONTENTS ARE THE PROPERTY OF RAYMOND JUNGLES,
INC. ALL RIGHTS ARE RESERVED. UNAUTHORIZED USE OR PRODUCTION, IN PART OR WHOLE, FOR
ANY PURPOSE IS UNLAWFUL AND PROHIBITED EXCEPT BY EXPRESS WRITTEN CONSENT.

42. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING ANY PERMITS OR APPROVALS FROM THE
FEDERAL, STATE OR LOCAL GOVERNMENT REQUIRED FOR THE WORK INCLUDED IN THIS CONTRACT
AND ON THESE DRAWINGS.

43. PLANT SHRUBS IN CIRCULAR PITS WITH A DIAMETER 16" GREATER THAN ROOTBALL OR CONTAINER.
PLANT TREES IN CIRCULAR PITS WITH A DIAMETER 36" GREATER THAN ROOTBALL OR CONTAINER,.
PLACE PLANTS WITH BEST "FACE" FORWARD.

44. BACKFILL ALL PLANTING PITS WITH THE FOLLOWING MIXTURE ; 12 ONSITE SOIL, 12 CLEAN FRIABLE
TOPSOIL. SUBMIT TOPSOIL SAMPLE AND SOIL TEST ANALYSIS FOR APPROVAL BY LANDSCAPE
ARCHITECT, (SEE PLANTING DETAILS). REMOVE EXCESS SOIL EXCAVATED FROM PLANT PIT FROM
THE SITE OR DISTRIBUTE ON-SITE AS DIRECTED BY L.A.

45. VERIFY ALL QUANTITIES IN THE PLANTING SCHEDULE AND INSTALL ALL PLANTS AND MATERIALS AS
INDICATED IN THE PLAN.  PROVIDE COMPOSITE UNIT PRICES FOR EACH PLANT, WHICH INCLUDE ALL
OTHER INCIDENTAL MATERIALS, (I.E. MULCH, FERTILIZER, TOPSOIL, LABOR, ETC.)

46. NOTIFY THE OWNER AND LANDSCAPE ARCHITECT OF ANY UNFORESEEN CONDITIONS, I.E.,
COMPACTED SOIL / SUBGRADE, POOR DRAINAGE, UNCONSOLIDATED SOIL, EROSION, UTILITY
CONFLICTS, EXCESSIVE SUN OR SHADE, ETC., PRIOR TO PROCEEDING WITH LANDSCAPE
INSTALLATION.

47. ALL PLANTS, MATERIALS AND WORKMANSHIP ARE SUBJECT TO THE APPROVAL OF THE LANDSCAPE
ARCHITECT AND OWNER.

GENERAL  LANDSCAPE NOTES AND SPECIFICATIONS GENERAL TREE BRACING NOTES AND SPECIFICATIONS:

TREES AND PALMS GREATER THAN 6" DBH TO BE BRACED WITH PROPS:

1. CHOOSE THE CORRECT SIZE, LENGTH, AND NUMBER OF PROPS TO BE USED (PRESSURE
TREATED (PT), TIMBER BAMBOO (GUADUA ANGUSTIFOLIA) 3" DIA.).

2. ALL (PRESSURE TREATED (PT) 2”X4”, 4”X4”). STAKES SHALL BE PAINTED AS SPECIFIED BY
THE LANDSCAPE ARCHITECT.  WRAP AT LEAST 5 LAYERS OF BURLAP AROUND TRUNK
OF THE PALM AT LEAST 4 INCHES WIDER THAN THE BATTENS BEING USED.  BATTENS
SHOULD BE MOUNTED AT A POINT 1/3 OF THE DISTANCE FROM GROUND TO THE CLEAR
TRUNK OF THE TREE OR PALM, BUT NOT LESS THAN 4 FEET, WHICHEVER IS GREATER.

3. SELECT THE PROPER LENGTH AND SIZE OF BATTENS (PT 2”X4”X12”-16”)

4. USE THE SAME NUMBER OF BATTENS AS PROPS BEING USED.

5. PLACE THE BATTENS VERTICALLY AND EVENLY SPACED AGAINST THE BURLAP.

6. SECURE THE BATTENS IN PLACE WITH METAL OR PLASTIC BANDING STRAPS.  DO NOT
NAIL TREE.

7. WEDGE LOWER END OF PROP INTO SOIL AND SECURE WITH A 2”X4”X30” STAKE.  PROPS
SHOULD BE INSTALLED AT A 30 TO 40 DEGREE ANGLE FROM THE BATTENS AND OF
SUFFICIENT LENGTH TO REACH THE GROUND.  NOTE:  ON STRAIGHT TREES OR PALMS
OR TREES, SPACE PROPS EQUAL DISTANCE  AROUND TREE OR PALM ON CURVED
(CHARACTER) PALMS OR TREES, SPACE PROPS AGAINST THE FRONT OF THE CURVE OF
THE PALM.

8. CUT A SMOOTH ANGLE AT THE END OF THE PROPS.  ALIGN WITH AND NAIL INTO
BATTENS.  DO NOT PENETRATE TREE OR PALM WITH NAILS.

9. IF IT APPEARS THAT ADDITIONAL CONSTRUCTION WORK WILL TAKE PLACE NEAR TO OR
IN THE VICINITY OF THE NEWLY BRACED TREES OR PALMS, THEN PROPS ARE TO BE
CLEARLY LABELED WITH THE STATEMENT, “DO NOT REMOVE.”

10. PROPS ARE NOT TO BE REMOVED UNTIL APPROVED BY THE LANDSCAPE CONTRACTOR.

TREES AND PALMS LESS THAN 6" DBH TO BE BRACED BY GUYING:

1. CHOOSE THE CORRECT SIZE AND NUMBER OF STAKES AND SIZE OF SLEEVE AND WIRE.
GUYING SHALL BE COMPLETED WITHIN 48 HOURS OF PLANTING THE TREE.

2. CUT LENGTHS OF STAKING SLEEVE TO EXTEND 2 INCHES PAST TREE TRUNK WHEN
WRAPPING AROUND.

3. SPACE STAKES EVENLY ON OUTSIDE OF WATER RING AND DRIVE EACH FIRMLY INTO
THE GROUND.  STAKES SHOULD BE DRIVEN AT A 30 DEGREE ANGLE WITH THE POINT OF
THE STAKE TOWARD THE TREE UNTIL 4 TO 5 INCHES ARE LEFT SHOWING.

4. PLACE THE SLEEVE AROUND THE TRUNK JUST ABOVE THE LOWEST BRANCH.

5. THREAD THE WIRE THROUGH THE SLEEVE AND PAST THE STAKE, ALLOWING
APPROXIMATELY 2 FEET OF EACH OF THE TWO ENDS BEYOND THE STAKE BEFORE
CUTTING THE WIRE.

6. TWIST WIRE AT RUBBER SLEEVE TO KEEP IT IN PLACE

7. PULL WIRE DOWN AND WIND BOTH ENDS AROUND STAKE TWICE.  TWIST WIRE BACK
ONTO ITSELF TO SECURE IT BEFORE CUTTING OFF THE EXCESS.

8. THE ABOVE PROCEDURES ARE TO BE FOLLOWED FOR EACH STAKE, KEEPING THE TREE
STRAIGHT AT ALL TIMES.

9. THERE SHOULD BE A 1 TO 3 INCH SWAY IN THE TREE (THE WIRES SHOULD NOT BE
PULLED TIGHT) FOR BEST ESTABLISHMENT.

10. FLAG THE GUY WIRES WITH SURVEYOR'S FLAGGING OR APPROVED EQUAL FOR SAFETY.

11. ANY WIRES ARE NOT TO BE REMOVED UNTIL APPROVED BY LANDSCAPE ARCHITECT.
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2X BALL DIA.

3" PINE NEEDLE MULCH
(NO CYPRESS, NO RED)

3 PAINTED BRACES @ 4" x 4" FOR ROYAL AND CHARACTER PALMS.
3 PAINTED BRACES @ 2" x 4" FOR SMALL PALMS, (BENJAMIN MOORE
BLACK FOREST GREEN BM RME-46).

3 STAKES @ 2" x 4" x 24" - TOP OF STAKE 6" ABOVE GRADE
2" x 4" STAKES PAD BURIED 3" BELOW GRADE, (PAINT TO
MATCH BRACES).

4" CONTINUOUS
SOIL SAUCER RIM

SPECIFIED PLANTING MIXTURE.
REFER TO NOTE #17 LP.401

UNDER GENERAL LANDSCAPE
NOTES AND SPECIFICATIONS.

EXISTING SOIL OR
APPROVED BACKFILL

MOUND AND COMPACT SOIL NO
LESS THAN 12", ADJUST HEIGHT
TO PLACE TOP OF ROOT BALL
EVEN WITH GRADE, (REFER TO
GRADING PLAN).

NOTE:
SECURE BATTENS WITH 2-3/4"
HI CARBON STEEL BANDS TO
HOLD BATTENS IN PLACE
DURING PLANTING PROCESS.
DO NOT NAIL BATTENS TO PALM.
THE HEIGHT OF BATTENS SHALL
BE LOCATED IN RELATION TO THE
HEIGHT OF THE PALM FOR
ADEQUATE BRACING.   PAINT ALL
EXPOSED WOOD SURFACES, BENJAMIN MOORE,
BLACK FOREST GREEN BM RME-46.

1
PALM PLANTING AND STAKING DETAIL
SCALE: NTS

BR
AC

E BRACE

5 LAYERS OF BURLAP

TOE NAIL BRACES TO BATTENS
DO NOT NAIL BATTENS TO PALM

STEEL BANDS

5 P.T. WOOD BATTENS
@ 2" x 4" x 16"

3" PINE NEEDLE MULCH
(NO CYPRESS, NO RED)

3
UNDERSTORY TREE PLANTING AND STAKING DETAIL
SCALE: NTS

2x BALL DIA.

LOCATE BLACK GUY-WIRE
ABOVE FIRST BRANCH

ADJUSTABLE SLIP KNOT

SAFETY BLACK GUYING
LINE-FASTING TO STAKE

EXISTING SOIL OR
APPROVED BACKFILL

MOUND AND COMPACT SOIL
NO LESS THAN 12", ADJUST
HEIGHT TO PLACE TOP OF
ROOT BALL EVEN WITH GRADE

SPECIFIED PLANTING MIXTURE.
REFER TO NOTE #17 LP.401

UNDER GENERAL LANDSCAPE
NOTES AND SPECIFICATIONS.

4" CONTINUOUS
SOIL SAUCER RIM

6
SHRUB PLANTING DETAIL
SCALE: NTS

2x BALL DIA.

3 STAKES @ 2" x 4" x 24"
TOP OF STAKE 6" ABOVE GRADE

MOUND AND COMPACT SOIL
NO LESS THAN 6", ADJUST
HEIGHT TO PLACE TOP OF
ROOT BALL EVEN WITH GRADE

REMOVE POT AND RECYCLE

3" PINE NEEDLE MULCH
(NO CYPRESS, NO RED)

3" CONTINUOUS
SOIL SAUCER RIM

EXISTING SOIL OR
APPROVED BACKFILL

SPECIFIED PLANTING MIXTURE.
REFER TO NOTE #17 LP.401
UNDER GENERAL LANDSCAPE
NOTES AND SPECIFICATIONS.

7
GROUND COVER PLANTING DETAIL
SCALE: NTS

SPACE PLANTS FROM EDGE SO
THAT MATURE PLANTS WILL NOT
OVERLAP ONTO SIDEWALK AREA
- VARIES WITH PLANT SPECIES

SEE PLANTING PLAN FOR SPACING

SPECIFIED GROUNDCOVER

EXCAVATE TO ROOT
BALL DEPTH PLUS 4"
SPECIFIED PLANTING MIXTURE.
REFER TO NOTE #17 LP.401
UNDER GENERAL LANDSCAPE
NOTES AND SPECIFICATIONS.

WALKWAY OR
HARDSCAPE AREA

TOP OF MULCH SHALL
BE 2" BELOW PAVEMENT

EXISTING SOIL OR
APPROVED BACKFILL

REMOVE AND RECYCLE POT

3" PINE NEEDLE MULCH
(NO CYPRESS, NO RED)

4
TREE PLANTING AND STAKING DETAIL
SCALE: NTS

BR
AC

E BRACE

5 LAYERS OF BURLAP

TOE NAIL BRACES TO BATTENS
DO NOT NAIL BATTENS TO PALM

STEEL BANDS

5 P.T. WOOD BATTENS
@ 2" x 4" x 16"

NOTE:
SECURE BATTENS WITH 2-3/4"
HI CARBON STEEL BANDS TO
HOLD BATTENS IN PLACE
DURING PLANTING PROCESS.
DO NOT NAIL BATTENS TO TREE.
THE HEIGHT OF BATTENS SHALL
BE LOCATED IN RELATION TO THE
HEIGHT OF THE TREE FOR
ADEQUATE BRACING.   PAINT ALL
EXPOSED WOOD SURFACES, BENJAMIN MOORE,
BLACK FOREST GREEN BM RME-46.

3" PINE NEEDLE MULCH
(NO CYPRESS, NO RED)

4" CONTINUOUS
SOIL SAUCER RIM

SPECIFIED PLANTING MIXTURE.
REFER TO NOTE #17 LP.401

UNDER GENERAL LANDSCAPE
NOTES AND SPECIFICATIONS.

EXISTING SOIL OR
APPROVED BACKFILL

3 STAKES @ 2" x 4" x 24" - TOP OF STAKE 6" ABOVE GRADE
2" x 4" STAKES PAD BURIED 3" BELOW GRADE

MOUND AND COMPACT SOIL
NO LESS THAN 12", ADJUST
HEIGHT TO PLACE TOP OF
ROOT BALL EVEN WITH GRADE

5
PLANT & SHRUB SPACING DETAIL
SCALE: NTS
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"D"

LOCATE PLANTS WITH
EQUAL SPACING OR
AS INDICATED ON THE
PLANTING LEGEND.

PAVING, CURB, BUILDING, HEADER
OR OTHER FIXED EDGE SHOWING
PLANTING AREA LIMIT.

SHRUB SPACING GROUNDCOVER & PERENNIAL SPACING

TRIANGULAR PLANT
SPACING CHART FOR GROUNDCOVERS

AND PERENNIALS

ROW

36" 0.C.

24" 0.C.

18" 0.C.

"D"

31" 0.C.

21" 0.C.

15" 0.C.

A

PLANT (TYP.)

3 PAINTED BRACES @ 4" x 4" FOR TREES AND CHARACTER TREES.
3 PAINTED BRACES @ 2" x 4" FOR SMALL TREES, (BENJAMIN MOORE
BLACK FOREST GREEN BM RME-46).

NOTE:
GUY-WIRE TO HAVE PROTECTIVE
RUBBER SLEEVE WHEN IN CONTACT WITH
PLANT MATERIAL.

LOOSEN & SCORE
BOUND ROOTS

@ 2"X4"X16"

STEEL BANDS

5 P.T. WOOD BATTENS

TOE NAIL BRACE TO BATTEN

5 LAYERS OF BURLAP

BRACE

DO NOT NAIL BATTEN TO PALM

BRACE

2
CHARACTER PALM PLANTING AND STAKING DETAIL
SCALE: NTS

SPECIFIED PLANTING MIXTURE. REFER
TO NOTE #17 LP.401 UNDER GENERAL

LANDSCAPE NOTES AND SPECIFICATIONS

4" MULCH LAYER

4" CONTINUOUS SOIL SAUCER

MOUND AND COMPACT SOIL NO
LESS THAN TWELVE INCHES.
ADJUST HEIGHT TO PLACE TOP
OF ROOT BALL EVEN WITH GRADE.
UNDISTURBED SOIL

3 PAINTED BRACES @ 4" x 4" FOR
TREES AND CHARACTER TREES.
3 PAINTED BRACES @ 2" x 4" FOR
SMALL TREES, (BENJAMIN MOORE
BLACK FOREST GREEN BM RME-46).

NOTE:
HEIGHT OF BRACING SHALL BE
LOCATED IN RELATION TO THE
HEIGHT OF THE PALM FOR
ADEQUATE BRACING.  PAINT ALL
EXPOSED WOOD SURFACES,
BENJAMIN MOORE, BLACK FOREST
GREEN BM RME-46. DO NOT NAIL
BRACES TO THE PALM.

1X BALL DIA. MIN.
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