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1 OR 14/2 AWH FPL (FIRE
CABLE) SIGNAL CIRCUIT
o) CURRENT 0.031 A MAXIMUM LOOP LENGTH DEPENDS ON THE WIRE GAUGE
{ UU WP MAXIMUN 2.5 A
BO1 WIRE GAUGE MAX. DISTANCE
0.031 - —
18 AWG 3,100 FEET
75 75 15/75
16 AWG 4,900 FEET
M S S v N, S SR S S SO S, B, B CURRENT 0.723
g =] =] 2] L] L] L] L] L] L] L] L] L= MAXIMUN 2.5 A '
L14 HS15 HS16 H17 H18 H19 H20 H21 H22 H23 H24 H25 12 AWG 10,000 FEET
0.158  0.176  0.176  0.017  0.017 0017 0017 0017 0.017 0.017 0.017 0.017
75 177 75 75 75 75 NOTE:
¥ ¥ ¥ ¥ ¥ ¥ SMOLE DETECTOR IN ALL GUEST R;)OMS SHALL BE
EQUIPPED WITH ANNUNCIATOR AND/OR STROBE
_ | —[oME— L] 1HS| L] tHS} L] L] (U] AN\~ EOL DEVICE AS IS REQUIRED. IN THE GUEST ROOM,
MO9 J.02 CURRENT 1.449 A WILL BE PROVIDED INDIVIDUAL ALARM. A
O"?SB OH%% O"Jé)s 5'5312% 5'%12% OHS11.)38 MAXIMUN 2.5 A NOTIFICATION DEVICE SHALL BE ACTIVATED UPON
L2 - il W - e GENERAL FIRE ALARM. THE STANDARD GUST ROOMS
UNIT 101 UNIT 103 HEARING IMPAIRED AN HORN/STRIBE WILL BE
PROVIDED AND WILL BE ADDED A STROBE IN THE
BATH.
75 177 75 75 177 177 75
L 4 8 M M M M M
[JoME—¢ L S L L S S L ¢ VWA~ EOL
M08 LO1 HS02 LO3 LO4 HSO5  HS06 L07 J.01 CURRENT 1.607 A
| 0.158  0.325  0.158| | 0.158  0.325  0.325; 0.158 MAXIMUN 2.5 A
UNIT 102 UNIT 104
CONNECT TO A NON—RETTABLE
POWER SUPPLY
(8) #14AWG THHN —1/2"COND sLC
2 OR T4/2 AWH FPL (FIRE H O—O———u—{—{ v} ——E—E—C—E—E—C—E—D—(—C—C—(D—(D—(B—(D—(B—9—CD)
CABLE) SIGNAL CIRCUIT o MO1 MO2 M10  DO1 DO1 M03 |M04 MO5 | M06 Mo7| DO3 D04 DO5 DO6 DO7 DO8 DOS D10 D11 D12 D13 D14 D15 D16 D17 D18 D20 D21
PIV
RISER BACKFLOW
(1) 18/2 AWG FPL FIRE CABLE—STUB
%Pé'_\lo%BLE MODEL: UP 1/2” COND. OR 16/2 AWG THHN VS
Z REMOTE ANNUNCIATOR
MS—9200UDLS MANUFACTURE: AT
INTERLLIGENT ADDRESSABLE FACP ARE LITE. A 99 DETECTORS
WITH BUILT—IN COMMUNICATIOR 99 MONITOS/ CONTROL/ OR RELAY MODULES
TWO PHONE LINES CIRCUITS CLASS B
20 AMP MAX.POWER SUPPLY » 2tvde BUILT N
. S, ‘
OVERCURRENT PROTECTION PER 50A 9 ! #12 AWG THHN  1/2"COND.(GREEN) EAQQEELTE,TJ’%?GGFS AMP
NEC 760.51 LOAD CURRENT: 4.125
(BLK/WHT) 120V
DEDICATED CIRCUIT
EXISTING HOUSE
RISER DIAGRAM PANEL W/LOCK
3
BATTERY CALCULATION —PANEL VOLTAGE DROP CALCULATION
STAN?EJF/%EV'CE ALAF(QA“\"M/FE)SE)V'CE (T:ggARLEI\ISTTA(,:IA[l?/IE;’Y) CL%LAELNTAL&F:A“;,) CIRCUIT MAXIMUM LOAD | CURRENT LOAD | VOLTAGE RANGE | WIRE SIZE DC RESSISTANCE DISTANCE STARTING VOLTAGE ENDING
DESCRIPTION (AMP) (AMP) (VOLTS) (AWG) (Ohm/Ft) (Ft) VOLTAGE DRIOP VOLTAGE
MAIN BOARD 1 0.1450 0.2750 0.1450 0.2750
SD355 SMOKE DET.SOUNDER BASE 19 0.0003 0.0000 0.005700 0.0000 CIRCUIT #1 2.5 1.6070 16-33 14 0.00307 350 20.4 3.3443 16.95
SD355 SMOKE DETECTOR 1 0.0003 0.0000 0.000300 0.0000 CIRCUIT #2 2.5 1.4490 16-33 14 0.00307 350 20.4 3.113901 17.29
BG—12LX PULL STATION 2 0.0003 0.0000 0.000600 0.0000 CIRCUIT #3 2.5 0.7230 16-33 14 0.00307 350 20.4 1553727 18.85
MMF —-301 MONITOR MODULE 5 0.0004 0.0000 0.001875 0.0000 CIRCUIT #4 2.5 0.0310 16-33 14 0.00307 100 20.4 0.019034 20.38
HEAT DETECTOR 1 0.0030 0.0000 0.003000 0.0000 0.0000 16-33 16 0.00489 0 20.4 0.00000 20.40
ANN-80 REMOTE ANNUNCIATOR 1 0.0150 0.0400 0.0150 0.0400 0.0000 3-28 18 0.00777 0 20.4 0.00000 20.40
CIRCUIT #1 1 1.6070 1.6070 TOTALS 6.0 3.8100
CIRCUIT #2 1 1.4490 1.4490
CIRCUIT #3 1 0.7230 0.7230
— CIRCUIT #4 1 0.0310 0.0310 F/A NOTE :
— REFER TO FIRE ALARM DRAWNGS FOR CONCEPTUAL FIRE ALARM
TOTAL 0.171464 4.124994 DESIGN. CONTRACTOR TO SUBMIT SHOP DRAWINGS FOR PERMIT.
A/H REQURED FIRE ALARM SHOP DRAWINGS TO BE SIGN/SEAL BY A FLORIDA
4115136 -
STANDBY/ALARM REGISTERED ENGINEER. SEE THE 2014 FBC SECT. 105.3.1.2.4.
(AMPS/HRS)
A/H REQUIRED ALARM
TIME (5 MINS) 0.346499
TYPICAL FOR UNLOCK DOOR
SUB-TOTAL COORDINATE WITH ARCHITECTURAL|
FOR POWER REQUIREMENT AND
STANDBY /ALARM 4.461636 CONDUIT ROUGHING . SEE DOOR
(AMPS/HRS) HARDWARE DETALLS.
MULTIPLY BY
THE DERATING 5.35
FACTOR (1.2)
4 USE BATTERY SIZE 7.0 A/H
D C B
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E D C B A
DETECTOR BASE BOX_MOUNTING IN_CONDUIT BOX_MOUNTING REQUIRMENTS
_ 4" SQUARE (2-1/8" DEEP) 1900 BOX
1 [] . NOTE: 5 CABLE \OTE: 3 BOX (OR 4" BOX). PROVIDE 2 PROVIDE ADEQUATE SUPPORT
e = I g A_l_A A_q : ADEQUATE SUPPORT FOR BOX FOR BOX IN CEILING
I ] FIRE ALARM FROM INTFC BOARD[—2 TO' NEXT DEVICE IN CEILING »
AT FACPL—myp U ) (WHERE APPLICABLE) 4" SQUARE
FIRE ALARM FIRE ALARM MUST BE IN CONDUIT AUDIBLE DEVICE ONLY / ol— (2-1/8" DEEP) BOX
AUDIBLE/VISUAL DEVICE VISUAL DEVICE ONLY |  UP TO 7'-0" AFF NOTE: 1 b CELNG QO 4 4
4" SQUARE BOX TO 3-0 | |
ot \ 7| % /4
) ( ADAPTER RING (OR NO RING | |
30O | ) \ :
= S TR IF 4-0 BOX IS USED) CELING
L0@RESS L@RESS \
L PLUG - IN |
B0° AFF 80" A°F H 90" AT WIRING FOR ADB-FL BASE (STYLE 4) " IO B L
0TTOM OF 10 8orTOM MANUAL STATION + O TP NOTE: MN PIPE FLEX 1/2 DETECTOR HEAD ol L —pwe - N
NOTE 1: DETECTOR (SLC LOOP) TO BE INSTALLED USING TWISTED FPL WIRE k L 1, DETECTOR BASE
42" AFF BOX MOUNTING IN LIFT OUT OR INTERLOCKING TYPE
70 TOP OF NOTE 2: DO NOT LOOP WIRE UNDER TERMINALS 1 & 2.
CEILINGS WITH SYSTEMS INSTALLED IN CONDUIT
ACTIVATION BREAK WIRE RUN TO PROVIDE SUPERVISION DETECTOR HEAD
THIS DIAGRAM IS FOR REPRESENTATIVE PURPOSES ONLY,
— O e 05 et en o o s OR AND IS NOT AN EXACT SPECIFICATION. BIG MOUNTING IN SHEET ROCK OR PLASTER TYPE CEILINGS
' ' (MUST BE INSTALLED WITH CONDUIT)
FINISHED FLOOR FINISHED FLOOR FINISHED FLOOR FINISHED FLOOR NOTE 4: SET THE ROTARY DIALS ON THE REAR OF THE DETECTOR HEAD TO
s ! — ' e — —— g \ CORRESPOND TO THE LAST TWO DIGITS OF THE DEVICE LOOP ADDRESS. THIS DIAGRAM'IS FOR REPRESENTATIVE PURPOSES ONLY,
. -— — £ = : | REFER TO THE FLOOR PLANS FOR THE DETECTOR DEVICE AND IS NOT AN EXACT SPECIFICATION.
NOT TO SCALE
TYPICAL ELEVATION DETAL TYPICAL ELEVATION DETAIL YPICAL ELEVATION DETAL YPICAL ELEVATION DETALL NOTE 5: RECORD THE LOOP ADDRESS & DEVICE TYPE IN THE SPACES PROVIDED ON
OF AUDIBLE/VISUAL ALARM DEVICE OF VISUAL ALARM DEVICE OF MANUAL PULL STATION OF AUDIBLE DEVICE
wir, 2 HOUR FIRE RATED THROUGH PENETRATION s, 1 OR 2 HOUR FIRE RATED THROUGH PENETRATION ADA_HEIGHT REQUIRMENTS
R 2 FIRESTOP FOR MULTIPLE METAL PIPE THROUGH O~ FIRESTOP FOR PLASTIC PIPE THROUGHGYPSUM
“l. CONCRETE FLOORS OR WALLS USING FYRE-SHIELD. WALLS USINGFYRE=CAN SLEEVE STROBE OR _
\S - _ e - — HORN,/STROBE :
DSTen F-RATING = 2 HR. PeTec F-RATING = 2 HR. 1
CAJ-1304 T-RATING = 0 HR. WL2151 T-RATING = 1 HR. 80" AFF. O é H
ir, 1 OR 2 HOUR FIRE RATED THROUGH PENETRATION wis, | 2 HOUR FIRE RATED THROUGH PENETRATION FIRESTOP 6° BELOW CEILING T
2 O~ FIRESTOP FOR SINGLE METAL PIPE THROUGH S~ | FOR SINGLE PLASTIC PIPE THROUGH CONCRETE FLOORS (WHICHEVER IS LOWER) ]
GYPSUM WALLS USING TREMSTOP WBM. OR WALLS USING BLAZEMASTER CAULK & WALK D P
Yeren F-RATING = 1 AND 2 HR. e F-RATING = 2 HR. /G<
WL1147 T-RATING = 0 AND 1/2 HR. CAJ 2221 T-RATING = 1-1/2 HR. . i E |
2L 7( _ WL
38 P p NT—
i\ ; & %) -4
1. FLOOR OR WALL ASSEMBLY = 4" THICK CONCRETE, MAX. AREA OF PULL STATION:
OPENING IS 288 SQ. IN. 48" AFF
2. COPPER PIPE: 4” DIA. (OR SMALLER) REGULAR (OR HEAVIER) COPPER. 1. PRE-RATED GYPSUM WALLBOARD/STUD ASSEMBLY.
STEEL PIPE: 8" DIA. (OR SMALLER) SCH.40 (OR HEAVIER) STEEL. 2. PLASTIC PIPE — 3" DIA. OR 2" DIA. SCH.40 PVC FOR USE
] CONDUIT: 4” DIA. (OR SMALLER) EMT OR 6" DIA. (OR SMALLER) STEEL IN CLOSED OR VENTED PIPING SYSTEMS. NOT TO SCALE
1. PRE—-RATED CONCRETE FLOORS OR BLOCK WALLS = MIN. 4-1/2" CONDUIT. 3. FYRE-CAN SLEEVE/INTUMESCENT DEVICE:
THICKNESS COPPER TUBING: 4" DIA.(OR SMALLER) TYPE L(OR HEAVIER) COPPER.
IRON PIPE: 8” DIA.(OR SMALLER) CAST OR DUCTILE IRON. NOM. PIPE DIAM. OF ANNULAR _CELING
2. PLASTIC PIPE — A) NOM. 2" DIAM. (OR SMALLER) SCH. 40 PVC PIPE. MAX. NUMBER OF PIPES WITH OPENING IS THREE (3). DIAM. (IN. DEVICE SIZE  OPENING (IN.) SPACE (IN.) | ~3'=2" MIN.
B) NOM. 2" DIAM. (OR SMALLER) CPVC PIPE THE ANNULAR . 2 152 3-1/2 1/470 7/8 ) %
SPACE RANGE SHALL BE MIN MIN 1/4” TO MAX 3/8" 3 A) FORMING MATERIAL — (NOT SHOWN) — NOM. 1" THICK POLY 3 1S3 4-3/4 1/2 70 3/4 [S)hI:APE}E)ETOR AF/C
NOTE: FOR USE IN CLOSED (PROCESS OR SUPPLY) PIPING . Uﬁgﬂ“ﬁﬂ? FE’(‘;{(EKES?HE&? TFl-lﬁl(?}Ill\lOE,\éSHE?Alﬂg VOVIF;EI\II\llN((;).PENING ) DIFFUSER
1. 1 0R 2 — HOUR FIRE RATED GYPSUM WALLBOARD/STUD ASSEMBLY SYSTEMS. 72 ' 4. TREMSTOP WBM — MIN. 1/4" THICK SEALANT APPLIED AT
SLEEVE/PIPE AND SLEEVE/WALL INTERFACES. SMOKE DETECTOR MOUNTING DETAIL
_ NOTE: FOR WALL APPLY FYRE-SHIELD TO BOTH SURFACES OF WALL.
" 3. FORMING MATERIAL — FOAM BACKER ROD FIRMLY PACKED INTO THE N.T.S
2. A) STEEL PIPE — 6" DIAM.(OR SMALLER) SCH. 40 (OR HEAVIER) STEEL OPENING AS A PERMANENT FORM. ==
B) CONDUIT — 4" DIAM.(OR SMALLER) EMT OR RIGID STEEL
, 4. BLAZEMASTER CAULK & WALK — MIN 1/2" THICKNESS OF SEALANT
3. TREMSTOPWBM — FILL MAX. 3/4” ANNULUS AT A THICKNESS APPLIED WITHIN OPENING, FLUSH TOP SURFACE OF FLOOR OR BOTH
OF 1 " (2 HR. F-RATING) OR 3/4" (1 HR. F—RATING). SURFACES OF WALL ASSEMBLY FIRE ALARM SPECIFICATIONS
3 1. AL EQUIPMENT SHALL BE NEW U.L. LISTED, AND SHALL BE LISTED FOR USE AND COMPATIBLE.
2. THE INSTALLATION OF THE FIRE ALARM SYSTEM SHALL COMPLY WITH NFPA 70, NATIONAL ELECTRICAL CODE (2008 18. CONDU, IF REQURED, SHALL BE NO MORE THAN 40%%% FILL, PER NFPA 70, NATIONAL ELECTRICAL CODE (2008
. - ' EDITION
SEQUENCE OF OPERATIONS: EDITION), FLORIDA FIRE PREVENTION CODE (LAST EDITION), NFPA 72 (LAST EDITION), AND THE FLORIDA )
MANUAL PULL STATIONS: ACCESSIBLITY CODE PER FBC (2007 EDITION), 11-4.28 19. THE FIRE ALARM PANEL(S) SHALL NOT BE USED TO POWER ANY UNAUTHORIZED EXTERNAL DEVICES.
: SUPERVISORY SIGNAL INITIATING DEVICES:
THE ACTVATION OF A MANUAL PULL STATION SHALL INTIATE AN “ALARM” CONDITION IN THE BUILDING FOR EVACUATION PURPOSES. [T CAPERS. P, FRE PUIP SUPERVSION, EVERGENCY GENERATOR, E1C) THE ACTVATON OF A SUPERVSORY SIAL 3. THE FIRE ALARM SYSTEM SHALL CONSIST OF A FIRE DETECTION CONTROL AND NOTIFICATION SYSTEM. 20. ALL FIRE STOP PENETRATIONS SHALL BE SEALED WITH A UL APPROVED FIRESTOP MATERIAL. (SEE FIRESTOP DETALL)
SHALL BE INSTALLED PER NFPA 72, (LAST EDITION) CHAPTER 5.12 AND NFPA 1 CHAPTER 13.7.3.3.1-8, OF THE FLORIDA FIRE g : A 4. THE FIRE ALARM EQUIPMENT SHALL BE "POWER LIMITED”.

, , INTIATING DEVICE MODULE SHALL INITIATE A "SUPERVISORY TROUBLE” CONDITION AT THE FIRE ALARM CONTROL PANEL 21, THE FIRE ALARM PANEL MUST HAVE AN EARTH GROUND CONNECTION AS PER MANUFACTURER'S RECOMMENDATIONS
ggﬁ\r/qEDNT/l\(T)Nng[)FERéU/\\SLI\R%ADlgnggTL mELLEiiDT%NE faé(ﬁorj‘ ONFOTTH“QOELEAFISAQH:L‘LVBZE [';EgLﬁyE[')L\U?I\llBléE\IG'LI\_HéEM ATTO%ES(H:%LTROL IN ACCORDANCE WITH NFPA 72, (LAST EDITION) CHAPTER 5.13. AN AUDIBLE SUPERVISORY TROUBLE TONE SHALL 5. THE FIRE ALARM CONTROL PANEL SHALL BE INTELLIGENT AND HAVE STANDBY BATTERY BACKUP AS PER NFPA 72, AND ARTICLE 760 OF NFPA 70, NATIONAL ELECTRICAL CODE (2008 EDITION). MINIMUM WRE SIZE IS 14 AWG FOR
PANEL AND ANY REMOTE ANNUNCIATOR. THE ALARM SHALL ALERT THE BUILDING OCCUPANTS BY WAY OF HORNS, HORN/STROBES SOUND AT THE FIRE ALARM CONTROL PANEL(S) AND ANY REMOTE ANNUNCIATORS. THE SUPERVISORY CONDITION SHALL (LAST EDION)CHAPTER 4.4.1 PROVIDING BATTERY POWER CAPACITY ~ FOR THE ENTIRE SYSTEM TO OPERATE FOR 24 GND CONNECTION. (NOTE: PANEL NEUTRAL OR CONDUIT ROUND IS NOT ACCEPTABLE.)

- ' BE REPORTED TO AN UL LISTED CENTRAL STATION COMPANY BY WAY OF DIGITAL COMMUNICATOR. HOURS IN STANDBY MODE AND THE ENTIRE SYSTEM FOR 5 MINUTES IN THE ALARM MODE. S '
AND/OR STROBE DEVICES ON THE FLOOR OF ALARM , THE FLOOR ABOVE AND THE FLOOR BELOW, AS WELL AS ALL STARWELLS AND
ELEVATOR CARS. (AN "ALL-CALL" TO EVACUATE THE ENTIRE BUILDING CAN BE GENERATED FROM THE FIRE ALARM CONTROL PANEL.) 6. THE PRIMARY POWER SOURCE FOR THE FIRE ALARM SYSTEM SHALL BE CONNECTED TO A DEDICATED LOCKED 22. AL SURGE/TRANSIENT SUPPRESSERS MUST BE CONNECTED TO BUILDING OR COLD WATER GROUND.
THE ALARM CONDITION SHALL BE REPORTED TO AN UL LISTED CENTRAL STATION COMPANY BY WAY OF DIGITAL COMMUNICATOR FOR THE ALARM MONITORING POINTS: CIRCUIT BREAKER.
PURPOSES OF FIRE DEPARTMENT NOTIFICATION AND ACTION. (KITCHEN HOOD SYSTEMS, SUPPRESSION PANEL, ETC.) THE ACTIVATION OF A MODULE THAT MONITORS AN ALARM POINT 23. FIRE ALARM RISER CIRCUITS SHALL BE CLASS "B”, STYLE "Y" & STYLE "4”,
. SHALL INITIATE AN "ALARM” CONDITION IN THE BUILDING FOR EVACUATION PURPOSES PER NFPA 72, (LAST 7. CABLE TYPE, SIZE AND INSTALLATION REQUIREMENTS SHALL COMPLY WITH ARTICLE 760 OF NFPA 70, NATIONAL
SMOKE DETECTORS: EDIION)CHAPTER 6.8.5.6. AN AUDIBLE ALARM TONE SHALL SOUND AT THE FIRE ALARM CONTROL PAN(EL AND THE ELECTRICAL CODE (2008 EDIION) FOR POWER LIMTED FIRE PROTECTION  SIGNALING CIRCITS-WIRING METHODS AND 24. A BREAK IN ANY FIELD WIRING OR GROUNDING OF ANY CONDUCTOR WILL RESULT IN THE ACTIVATION OF THE FIRE
THE ACTIVATION OF A SMOKE DETECTOR SHALL INITIATE AN "ALARM” CONDITION IN THE BUILDING FOR EVACUATION PURPOSES AS PER MATERIALS. ALARM CONTROL PANEL(S) “TROUBLE” SIGNAL WHICH WILL PRODUCE AN AUDIBLE AND VISIBLE ANNUNCIATION AT
NFPA 72, (LAST EDITION) CHAPTER 5.5. AN AUDIBLE ALARM TONE SHALL SOUND AT THE FIRE ALARM CONTROL PANEL AND THE LOCATION OF THE ALARM SHALL BE DISPLAYED, IN ENGLISH, AT THE CONTROL PANEL(S) AND ANY REMOTE THE PANEL(S) AND ANY REMOTE ANNUNCIATOR
—] ' - ANNUNCIATORS. THE ALARM SHALL ALERT THE BUILDING OCCUPANTS BY WAY OF HORNS, HORN/STROBES AND/OR 8 MINMUM CABLE SIZE — REFER TO WIRE LEGEND '
LOCATION OF THE ALARM SHALL BE DISPLAYED, IN ENGLISH, AT THE CONTROL PANEL(S) AND ANY REMOTE ANNUNCIATORS. THE ALARM STROBE DEVICES ON THE FLOOR OF ALARM, THE FLOOR ABOVE AND THE FLOOR BELOW, AS WELL AS ALL STARWELLS ' ' 25. THE 120-VAC POWER FEED FOR THE FIRE ALARM PANELS AND POWER SUPPLIES MUST BE FROM A DEDICATED
SHALL ALERT THE BUILDING OCCUPANTS BY WAY OF HORNS, HORN/STROBES AND/OR STROBE DEVICES ON THE FLOOR OF ALARM, THE AND ELEVATOR CARS. (AN ALL-CALL" TO EVACUATE THE ENTIRE BUILDING CAN BE GENERATED FROM THE FIRE ALARM 9. ALL WIRNG AND CONDUIT TO CONFORM TO NFPA 70, NATIONAL ELECTRICAL CODE (2008 EDITION). WIRE SHALL BE EMERGENCY PANEL. BREAKER AND THE BREAKER SHALL BE IDENTIFIED  AS "FIRE ALARM CIRCUIT", AS PER NFPA 72
FLOOR ABOVE AND THE FLOOR BELOW, AS WELL AS ALL STARWELLS AND ELEVATOR CARS. (AN ALL-CALL’ TO EVACUATE THE ENTIRE CONTROL PANEL) THE ALARM CONDITION SHALL BE REPORTED TO AN UL LISTED CENTRAL STATION COMPANY BY WAY SOLID COPPER OR STRANDED COPPER WITH A MAXIMUM OF 7  STRANDS FOR SIZES 16 AND 18AWG. STRANDED (2010 EDITION)4.4.1.4.2.2
BUILDING CAN BE GENERATED FROM THE FIRE ALARM CONTROL PANEL.) THE ALARM CONDITION SHALL BE REPORTED TO AN UL LISTED OF DIGITAL COMMUNICATOR FOR THE PURPOSES OF FIRE DEPARTMENT NOTIFICATION AND ACTION. COPPER WITH A MAXIMUM OF 19 STRANDS.
CENTRAL STATION COMPANY BY WAY OF DIGITAL COMMUNICATOR FOR THE PURPOSES OF FIRE DEPARTMENT NOTIFICATION AND ACTION. 26. THE FIRE ALARM SYSTEM SHALL BE MONITORED OFF-PREMISE BY A UL LISTED CERTIFICATED CENTRAL STATION IN
BY WAY OF DIGITAL COMMUNICATOR FOR THE PURPOSES OF FIRE DEPARTMENT NOTIFICATION AND ACTION. POWER UP AND POWER DOWN SEQUENCE FOR FIRE ALARM PANELS: 10. ALL WIRING INSTALLED IN DUCTS, PLENUMS AND OTHER SPACES USED FOR ENVIROMENTAL AR SHALL BE TYPE ACCORDANCE WITH NFPA 72, CHAPTER 8.2 (2010 EDITION)
. FPLP, AS PER NFPA 70, NATIONAL ELECTRICAL CODE (2008 EDITION). 27. TWO TELEPHONE LINES SHALL BE PROVIDED TO THE FIRE ALARM COMMUNICATOR FOR PURPOSES OF MONITORING

CEILING MOUNTED SMOKE DETECTOR SHALL NOT BE LOCATED IN A DIRECT AIRFLOW, NOR CLOSER THAN 3 POWER DOWN: T FIRE ALARU SVSTEM. “TELEPHONE. LINES SHALL BE CONNECTED N CONFORMANGE. WIH NFPA 72 CHAPTER
FROM AN AR SUPPLY DIFFUSER IN ACCORDANCE WITH NFPA 72, (LAST EDITION) CHAPTER 5.7.4.1 1. DISCONNECT BATTERY 1. ALARM NOTIFICATION APPLIANCES SHALL BE VISUAL, AUDIBLE-VISUAL AND/OR AUDIBLE TYPE. 85.3.2.1 (LAST EDITION) '

WALL MOUNTE SMOKE DETECTOR SHALL BE MOUNTED 4" MINMUM FROM CEIING WITH 12 MAXIMUM FROM 7 TORNOFF AC FONER PRIARY & SECONDARY 12. AUDIBLE COMPONENTS SHALL BE HORNS, AND SHALL CONFORM WITH NFPA 72 LAST EDITION), APTER 7.4 FOR 28. UPON COMPLETION OF THE INSTALLATION A "CERTIFICATE OF COMPLETION” SHALL BE PROVIDED TO THE CUSTOMER
CEILING, AS PER NFPA 72, (LAST EDITION) CHAPTER 5.7.3.2.1 % 1c POWER. PRIARY & SECONDARY LOCATION, SPACING AND AUDIBILITY REQ’S. AND THE LOCAL AUTHORITY HAVING JURISDICTION. A LOG BOOK  SHALL REMAIN ON THE PREMISES THAT SHALL
w1 i & o s s s s o 0 07 1m0 s s o, s s o f s s e e AR e e o o
DEVICES ASSOCIATED WITH ANY SMOKE/FIRE DOORS SO THAT THE DOORS CLOSE. MAGNETIC HOLD OPEN DEVICES ARE - :

FAL-SAFE AND SHALL RELEASE (CLOSé) ON A POWER FAILURE OF THE FIRE ALARM SYSTEM, PER NFPA 72, (LAST ACCESSIBILITY CODE. VISUAL DEVICES SHALL CONFORM WITH NFPA 72 (LAST EDITION), CHAPTER 7.5 FOR SPACING N 30. THIS SYSTEM IS A CERTIFICATED CENTRAL STATION SERVICE AND A CERTIFICATE WILL BE PROVIDED FOR. IT WILL BE
EDITION) CHAPTER 5.14.6 AND 6.15.6 ' ' ROOMS AND CORRIDORS. IF MORE THAN 2 VISUAL DEVICES ARE IN ANY FIELD OF VIEW THEY SHALL BE BLACED WITHIN 3' OF THE FIRE CONTROL. PANEL :
o o SYNCHRONIZED, PER NFPA 72 (LAST EDITION)CHAPTER 7.5.4.1.2(3) AND 7.5.4.2.7 :
4 14. THE LOCATION OF SMOKE DETECTORS SHALL BE SPECIFIED ON THE DRAWINGS. LOCATION AND PACING SHALL BE IN

F/ANOTES

ALL FIRE ALARM WORK TO BE DONE BY THE LANDLORD'S APPROVED CONTRACTOR, THIS PERMIT ONLY FOR REFERENCE
TO FIRE ALARM DRAWINGS FOR CONCEPTUAL FIRE ALARM DESIGN. CONTRACTOR TO SUBMIT SHOP DRAWINGS FOR
PERMIT. FIRE ALARM SHOP DRAWINGS, SIGNED AND SEALED, AS REQUIRED BY THE JURISDICTION HAVING AUTHORITY

NEW FIRE ALARM SYSTEM DETAILS AND REQUIREMENTS. THE SYSTEM TO BE INSTALLED IN ACCORDANCE WITH :
F.B.C. 2010, N.F.PA 72, NFPA-101, N.EC. ARTICLES 250, 300 AND 760.

CONFORMANCE WITH NFPA 72 (LAST EDITION) CHAPTER 5.5.2, 5.7, 5.8 AND 5.9

15. MANUAL PULL STATIONS SHALL BE INSTALLED IN CONFORMANCE WITH NFPA 72 (LAST EDITION)CHAPTER 5.1.2 AND
THE FLORIDA FIRE PREVENTION CODE CHAPTER: 13.7.1.4.7.1-6

16. CONTRACTOR WILL MAKE ANY CORRECTIONS TO DRAWINGS TO REFLECT THE FIRE ALARM SYSTEM, AS FINALED.
DEVICES SHOWN ON PLANS MAY NEED TO BE RELOCATED DUE TO ~ ACTUAL BUILDING AND SPRINKLER DESIGN.

17. CIRCUIT POLARITY MUST BE OBSERVED.
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FIRE SPRINKLER HEAD SCHEDULE

ORIFICE | TEMP K

TYPE
SIZE RATING | FACTOR

MANUFACTURER & MODEL

SEMI-RECESSED
PENDENT SPRINKLER HEAD

172" 155° F 5.6

TYCO, QUICK RESPONDE
MODEL TY3234

UPRIGHT GLASS BULB 1/2" 155° F 56

TYCO, QUICK RESPONDE
MODEL TY3131

EXTENDED COVERAGE

3/4" | 155°F 5.6
UPRIGHT SPRINKLER HEAD

TYCO, QUICK RESPONDE
MODEL TY3131
EXTENDED COVERAGE

SIDEWALL GLASS BULB 12" | 155°F 4.2

TYCO, QUICK RESPONDE
MODEL TY1334

FIRE HOSE VALVE DETAIL

NTS
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o)
O
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HEX HEAD SELF
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ALL THREAD ROD

@@ PIPE RING

DRILLER CONC. ANCHOR

HANGER

C-CLAP WITH
LOCKNUT

I

ALL THREAD ROD

PIPE RING

@

C-CLAMP HANGER

POWDER DRIVEN STUD

A
A A < ,
X 7 &
\
< w
POWDER
ROD COUPLING DRIVEN STUD

CPVC

AUTO SPRINKLER
MIN 1" RAISED LETTERS

21/2"x 1/2" x 4" FIRE

CONCRETE

SCREWS PER WFG LISTING

% PIPE HANGER
SPRINKLER PIPE v

DOUBLE FASTENER
CPVC PIPE STRAP

N.T.S.

DEPARTAMENT CONN.
CHECK VALVE
Q
N
FINISHED GRADE W
S
™
4" PVC UNDERGROUND
FIRE MAIN TO SYSTEM 4" PIPE
SEE PLAN FOR CONT.
27
WOOD FRAMING
< SANNY SIDEWINDER
3/6" A.T.R.

BAND HANGER

SPRINKLER
PIPE

WOOD FRAME
HANGER DETAIL

N.T.S.

CONCRET DROP IN
SLAB ANCHOR

3/6" AT.R.

BAND HANGER

STEEL PIPE

CONCRETE
HANGER DETAIL

N.T.S.

-

TO
SYSTEM

CONTROL
VALVE

VERTICAL BACKFLOW PREVENTER

MIN 30" COVER

FROM SUPPLY $ JJ

TO SYSTEM

TO DRAIN IN ALLEY

FROM CITY CONN. §> [

TO SYSTEM

TYPICAL SECTION
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